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EQUIPMENT LIST | PHASE SEQUENCE CHART
B. Equipment to be furnished and/or installed by the Contractor.
Specification
[tem No. Quantity Units Section Description
20 LF 805 Furnish and install 2 in.
schedule 40 rigid PVC conduit —
trenched.
10 LLF 805 Furnish and instail 1 in.
jiquid tight flexible
non—-metal | ic conduit for
detector wire slieeve.
90 LF 805 Furnish and install 3 in. schedule 80
rigid PVC electrical conduit - slotted.
180 LF 810 Furnish and install |
electrical cable — 2 !_WIRJN(} DIACHRAN{
conductor (Aluminum E
shielded).
980 LF 810 Furnish and install foop ;
wire encased in fiexible
tubing (No. 14 AWG).
2 EA 814 Relocated signal head on é
existing span wire. :
. . EL
266 LF 815 Furnish and instail saw l\ |
cut for signal {loop ~y §
detector). T T —
— g
1 EA 811 Furnish and instgl! electriccl handhole.
WIRING KEY |
A—-B — 2 CONDUCTOR ALUWINUM SHIELDED (# 14 AWG)
LW — LOOP WIRE (#14 AWG) _
EL — EXISTING LOOP ;
PS — EXISTING POWER SERVICE TEMPDRARY SIGNAL
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